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Kamera MW Power IP40-2M-
MZ(W)
Cena brutto 859,77 zł

Cena netto 699,00 zł

Dostępność Dostępny

Opis produktu
Kamera MW Power IP40-2M-MZ(W)
  

Podstawowe właściwości:

Rozdzielczość 2MPX
Progresywna matryca CMOS 
WDR 
Dualny system zasilania 12VDC lub PoE 
Zasięg doświetlacza 40m
Kompresja video H.264 i obrazu MJPEG 
podwójny filtr ICR
Obiektyw o ogniskowej 2,8-12mm

 

Specyfikacja:
 

Model NO. IP40-2M-MZ
Media Processor High-performance HUAWEI chipset
Image Sensor 1/2.9" 2MP progressive scan CMOS

Shuttle time 1/5s to 1/50,000s

Lens 2.8~12mm optional

IR Range ≤40m

Day&Night IR cut filter with auto switch

Compression
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Video Compression H.264/MJPEG

H.264 coding standard H.264 Baseline/MainProfile/HighProfile

Audio Compression G.711a/G.711u/RAW_PCM 

Audio Bit Rate G.711a(8kbps)/G.711u(8kbps)/RAW_PCM(16kbps)

Image

Max Image Size 1920(H)×1080(V)

Stream Dual-stream

Frame Rate Main Stream :
50Hz:25fps (1920 × 1080)
60Hz:30fps (1920 × 1080) 30fps (19201080), 
Sub-stream :  50Hz: 25fps(640 × 480)； 60Hz: 30fps (640 × 480)               
         

Network

Alarm Trigger Motion detection, tampering alarm, network disconnect, storage exception

Protocols IPv4/IPv6, RTSP/RTP/RTCP, TCP/UDP, HTTP, DHCP, DNS, FTP, DDNS, PPPoE,
SMTP, Onvif V2.4

Onvif V2.4 Version

Interface

Network 1 RJ45 10M/100M adaptive Ethernet port

General Specifications

Operating Conditions -40℃ ~ 60℃,humidty less than 95%

Power Supply DC12V±10% + (PoE)

Power Consumption 7W

Weather proof rating IP66

Dimensions(mm) 310×75×90

Weight(kg) 1.02

 

zadzwoń i zapytaj o rabat
(22 672-36-36) (505-130-571)
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